Site ID: 3154255091031501
R = 0, T = A, 2 = W

Data reliability: 3 = C, U
Report agency: 4 = USGS
Dist.: 6 = 28, 7 = 28, Co.: 8 = 0, 21

Lat.: 9 = 3.15425
Long.: 10 = 0.910315
Well No.: 12 = 14039

Location: 13 = S37T11N R02E
Alt.: 16 = 260

Hyd. Unit (OWDC): 20 =
Well use: 23 = Z
Water use: 24 =
Hole depth: 27 = 149
Well depth: 28 =

WL: 30 =
Date: 31 =
Source: 33 =

Status: 273 =
Project No.: 5 =

Owner: 161 = M, S, G, S

Date: 1590 = 09, 01, 1967
Owner No.: E, Duffin

R = 158, T = A

Date: 1930 = 1
Temp.: 196000010
197 =

Date: 1930 = 1
Cond.: 19600095
197 =

Date: 1930 = 1
pH: 19600400
197 =

Date: 60 = 09, 01, 1967
Remarks:

Drill: 63 =
Name: MGS
Method: 65 = H
Finish: 66 =

R = 58, T = A

Date: 5901 =

R = 76, T = A

Top csng: 776
Bot. csng: 78
Diam: 79

R = 76, T = A

Top csng: 776
Bot. csng: 78
Diam: 79

R = 82, T = A

Top csng: 83
Bottom: 84
Type: 85
Diam.: 87
Size: 88

R = 82, T = A

Top csng: 83
Bottom: 84
Type: 85
Diam.: 87
Size: 88

R =

Top csng: 5901
Bottom: 5901
Type: 85
Diam.: 87
Size: 88

Yield: 147, 1
Q = 150
Q/S = 272

134 flows, 146 pumped
<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Lift</td>
<td>Lift type</td>
<td>43&quot;</td>
</tr>
<tr>
<td></td>
<td>Intake</td>
<td>44&quot;</td>
</tr>
<tr>
<td></td>
<td>Power type</td>
<td>45&quot;</td>
</tr>
<tr>
<td></td>
<td>Date</td>
<td>38°C</td>
</tr>
<tr>
<td></td>
<td>H.P.</td>
<td>46°C</td>
</tr>
<tr>
<td>Loss</td>
<td>Log</td>
<td>1998</td>
</tr>
<tr>
<td></td>
<td>Top</td>
<td>200&quot;</td>
</tr>
<tr>
<td></td>
<td>Bot</td>
<td>201&quot;</td>
</tr>
<tr>
<td></td>
<td>E Log No.</td>
<td>1907.05°</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Anal</td>
<td>Year</td>
<td>115°C</td>
</tr>
<tr>
<td></td>
<td>Type</td>
<td>120°C</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Aquifer</td>
<td>Unit ID</td>
<td>93°C</td>
</tr>
<tr>
<td></td>
<td>Name of Unit</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Aquifer</td>
<td>Unit ID</td>
<td>93°C</td>
</tr>
<tr>
<td></td>
<td>Name of Unit</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Hydraulics</td>
<td>Unit tested</td>
<td>100°C</td>
</tr>
<tr>
<td></td>
<td>Test No.</td>
<td>106°C</td>
</tr>
<tr>
<td></td>
<td>Transmissivity (gal/d)/ft</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Hydraul. cond. (gal/d)/ft²</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Storage coeff. Boundaries</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Water Level Data Collection</td>
<td>2500' x 700' x 2</td>
<td></td>
</tr>
</tbody>
</table>

Water Level Data Collection (1)