Well No. E10

State: 28
County: George

Latitude: 30° 52' 59" N
Longitude: 91° 13' 37" W
Sequential number: 1

Local number: F0109CD17ORS074
Other number: B & M

Use of water:
- Stock, Instill, Unused, Repression, Recharge, Desal-P S, Desal-other, Other

Use of well:
- Anode, Drain, Seismic, Heat Res, Obs, Oil-gas, Recharge, Test, Unused, Withdraw, Waste, Destroyed

Data Available:
- Well data
- Field aquifer chart

Hyd. lab. data:

Qual. water data:

Aperture cards:

Log data:

Well Description Card:

SAME AS ON MASTER CARD

Depth well: 40 ft

Depth cased:
- First perf.: 35 ft

Finish:
- Porous gravel, gravel, gravel, etc., open perf., screen, duct, sand, rock, other, Other

Method:
- Air, bored, cable, dug, jetted, etc., reverse trenching, driven, drive, etc.

Drilled:
- 730 ft

Driller:

Lift:
- Type: Air, bucket, etc.
- Multiple, single, etc.

Power:
- Type: Diesel, etc.

Descrip. HP:

Alt. LSD:
- 205 ft

Water level:
- Above MP: 59 ft

Date:
- 59

Yield:
- 59 gpm

Pumping period:
- 60 days

Quality of water:
- Iron: ppm
- Sulfate: ppm
- Chloride: ppm

Sp. Conduct: Kx10^6

Taste, color, etc.:
- 30 gal. tanks - Good water
**HYDROGEOLOGIC CARD**

<table>
<thead>
<tr>
<th>WELL NO.</th>
<th>F10</th>
</tr>
</thead>
</table>

**Latitude-longitude**

<table>
<thead>
<tr>
<th>N</th>
<th>S</th>
</tr>
</thead>
<tbody>
<tr>
<td>d</td>
<td>m</td>
</tr>
</tbody>
</table>

**Physiographic Province**

 Drainage Basin: 13.0

**Subbasin:** 20

**Topo of well site:**

- Depression, stream channel
- Dunes
- Flat
- Hilltop
- Sink
- Swamp
- Offshore
- Pediment
- Hillslope
- Terrace
- Undulating
- Valley flat

**MAJOR AQUIFER:**

- System
- Series
- Aquifer, formation, group: 2.7

**Lithology:**

- Origin: 4.4
- Aquifer Thickness: 4.4 ft

**Minor Aquifer:**

- System
- Series
- Aquifer, formation, group: 4.7

**Lithology:**

- Origin: 3.3
- Aquifer Thickness: 3.3 ft

**Intervals Screened:**

- Depth to consolidated rock: 4.4 ft
- Source of data: 4.4
- Depth to basement: 4.4 ft
- Source of data: 4.4

**Surficial material:**

- Infiltration characteristics: 4.4

**Coefficient:**

- Trans: 4.4 gpd/ft
- Storage: 4.4

**Coefficient for:**

- Flow: 4.4 gpd/ft
- Spec cap: 4.4 gpm/ft
- Number of geologic cards: 4.4

**GPO 857-700**